
Meusburger Georg GmbH & Co KG | Kesselstr. 42 | 6960 Wolfurt | Austria

T +43 5574 6706-0 | sales@meusburger.com | www.meusburger.com

SIDE LOCK ARBOR, DIN 69893 HWZ 1101

ISO
12164-1

DIN
69893

DIN
69882-4

Form
A

G 2.5
25000 min-1

≤3µm HSC HPC

PRODUCT DESCRIPTION
f Optimal running smoothness due to hard turned shanks
f Hard reworked puller grooves, HSK shoulder and HSK ejection surface
f With Balluff chip hole

APPLICATION
f For clamping tools with cylindrical shank according to DIN 1835 type B and DIN 

6359 type HB

INCLUDED IN THE DELIVERY
f Includes clamping screw
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l M d Interface d1 A No. EUR

35 M6 25 HSK-A 63 6 65 HWZ 1101/HSK-A  63/  6/  65 < >

35 M6 25 HSK-A 63 6 120 HWZ 1101/HSK-A  63/  6/120 < >

35 M8 28 HSK-A 63 8 65 HWZ 1101/HSK-A  63/  8/  65 < >

35 M8 28 HSK-A 63 8 120 HWZ 1101/HSK-A  63/  8/120 < >

41 M10 35 HSK-A 63 10 65 HWZ 1101/HSK-A  63/10/  65 < >

41 M10 35 HSK-A 63 10 120 HWZ 1101/HSK-A  63/10/120 < >

48 M12 42 HSK-A 63 12 80 HWZ 1101/HSK-A  63/12/  80 < >

48 M12 42 HSK-A 63 12 120 HWZ 1101/HSK-A  63/12/120 < >

48 M12 44 HSK-A 63 14 80 HWZ 1101/HSK-A  63/14/  80 < >

51 M14 48 HSK-A 63 16 80 HWZ 1101/HSK-A  63/16/  80 < >

51 M14 48 HSK-A 63 16 120 HWZ 1101/HSK-A  63/16/120 < >

51 M14 50 HSK-A 63 18 80 HWZ 1101/HSK-A  63/18/  80 < >

53 M16 52 HSK-A 63 20 80 HWZ 1101/HSK-A  63/20/  80 < >

53 M16 52 HSK-A 63 20 120 HWZ 1101/HSK-A  63/20/120 < >

60 M18x2 65 HSK-A 63 25 110 HWZ 1101/HSK-A  63/25/110 < >

64 M20x2 72 HSK-A 63 32 110 HWZ 1101/HSK-A  63/32/110 < >

80 M20x2 80 HSK-A 63 40 125 HWZ 1101/HSK-A  63/40/125 < >


